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GENERAL DESCRIPTION

Mi240 Forester Chain is a saturated synthetic ester-based high performing, environmentally acceptable lubricant
(EAL) purpose-designed for powered chains in the forestry sector including tree harvesters, chainsaws and sawmill
conveyor chains.

Mi240 Forester Chain’s unique formulation is the ideal lubricant choice for cold weather operation down to -50°C
on forestry land where environmental regulations apply.

Field trials have shown fluid savings of 40% to 70% and an energy saving of approximately 10% compared with
fossil/ mineral-based chain oils.

FEATURE BENEFIT

Meets all the testing requirements of the EU Ecolabel program. Ultra-low
Eco-friendly aquatic toxicity and readily biodegradable according to OECD 301F for
regulated forestry land use.

c Mi240 flows freely down to -50°C in harsh winter conditions with no filter-
I R [ [ blocking and providing excellent lubrication to chain and cutter bar.
Reduced lubricant usage by 40% to 70%

Less fluid fling off onto cab screen/improved operator visibility
Improved lubricant penetration between link pins and side plates
Highly corrosion resistant

Reduced chain stretching, fewer chain breakages and less cutter bar
wear

Highly adherent, non-staining,
thin film lubrication

Energy saving formulation Reduced energy usage, measured at between 8 and 10%.

Mi240 forms an effective barrier against sawdust and grit, keeping chains clean

Clean-chain protection : . . .
and free from abrasive materials - reducing chain wear.

Available in spouted 20 litre cans Ease of operator handling and dispensing.

Any recommendation or suggestion relating to the use, storage, handling or properties of the products supplied by M&| Materials Ltd or any member of its group, either in sales and technical literature or in
response to a specific enquiry or otherwise, is given in good faith but it is for the customer to satisfy itself of the suitability of the product for its own particular purposes and to ensure that the product is used
correctly and safely in accordance with the manufacturer’s written instructions. © M&| Materials Ltd.
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KEY PERFORMANCE MEASURES
(KWF, GERMANY)

Chain lengthening 0.338 mm
ISO 19858:2015 Abrasion of the guide bar at the 1.99 mm
“pressure point” load wheel /
guide bar

AVAILABLE PACK SIZES

20 litre, spouted metal cans, 200 litre steel barrels, 1,000 litre intermediate bulk containers (IBCs)

STORAGE AND HANDLING

All packed lubricants should preferably be stored under cover.

Where outside storage of drums is unavoidable, they should be placed horizontally in order to avoid water contamination from
rain, snow or condensation.

PHYSICAL CHARACTERISTICS

Appearance Pale amber

Odour Characteristic, pleasant
Density at 15°C, kgl/litre 0.960

Viscosity, Kinematic, cSt at 40°C 86.0

Pour Point (°C) <-50

Flash Point (°C) >250

Typical physical characteristics, actual production figures may vary within the limits set by M&l Materials.

Any recommendation or suggestion relating to the use, storage, handling or properties of the products supplied by M&| Materials Ltd or any member of its group, either in sales and technical literature or in
response to a specific enquiry or otherwise, is given in good faith but it is for the customer to satisfy itself of the suitability of the product for its own particular purposes and to ensure that the product is used
correctly and safely in accordance with the manufacturer’s written instructions. © M&| Materials Ltd.



